
#CS  Cap Sweep Door Bottom

Use with 1/4" Flat Threshold standard
1/2" Lo-Rise Latch track optional

Also use for Exterior - outswing

1 3/4" DOOR

Rain Drip

Patent #6,442,901 & Patents Pending. Consult DHSI

Quadruple  seal for sound or weather.

Fully Adjustable for out of level floors

Standard 1/2" fins and 1/2" adjustment.   
1/4”, 3/8”, 1/2”, 5/8”, 3/4”, 7/8” fins IN STOCK

Eliminates need for spring loaded automatic door 
bottom when threshold detail rises above carpet 
(within ADA - as detailed).  

Available with the patented "AMU - Allowance and Means 
for Undercut" option:  Allows air to pass.  Still blocks light 
and offers sound attenuation. 

Listed with ITS (Warnock Hersey) for use on fire doors up to 90 min,

#CS36
#CS48
#CS36 x AMU-3

35 3/4"
47 3/4"
35 3/4" with 3 “AMU” fins
4 or 2 “AMU” fins available

10C 1784 AIR AMU SOUND

Use DHSI Architectural Details for submittals. 
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Cap Sweep

Available in Off-White, Dark Brown and Black.

Request DHSI specific threshold detail for height, 
undercut and clearance dimensions.

Use with DHSI half saddle threshold at typical 
stairwell details.

Color Choices:  Off-White, Dark Brown,
 Black

1/2”

1” 7/8”

#CS Cap Sweep

Made for 1 3/4” thick door


